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NOTES:

1.

USE THE POSTED SPEED LIMIT PRICR TGO WORK ZONE TGO COMPUTE

THE SIGN SPACING, TAPER LENGTH, BUFFER ZONE., AND

WORK/CONSTRUCTION CLEAR ZONE DISTANCE. USE THE POSTED SPEED
LIMIT DURING WORK TO DETERMINE THE TANGENT SPACING FOR

CHANNELIZING DEVICES.

SIGN FOR SIGN ON PORTABLE STANDS.

. USE A 12 INCH MINIMUM MOUNTING HEIGHT TO THE BOTTOM OF THE LOWEST

. USE SANDBAGS WITH SAND OR OTHER COMPARABLE SOFT MATERIAL

AS BALLAST. DO NOT PLACE BALLAST HIGHER THAN 12 INCHES ABQVE
THE ROADWAY AND DO NOT COVER ANY REFLECTIVE AREA OF

RAILS OR SIGNS.

. USE A 36 INCH MINIMUM MOUNTING HEIGHT TO THE BOTTOM OF THE LOWEST
SIGN FOR SIGNS ON PORTABLE STANDS PLACED AMONG CHANNELIZING DEVICES.

SIGNS ON PORTABLE SUPPORTS MAY ONLY BE USED FOR 7 DAYS OR LESS. USE
PERMANENTLY MOUNTED SIGNS FOR LONGER THAN 7 DAYS UNLESS USE OF
PORTABLE SIGN SUPPORTS RECEIVES APPROVAL FROM THE REGION TRAFFIC

ENGINEER.

REFER TO SN SERIES STANDARD DRAWINGS.

NOTIFICATION OF THE WORK ZONE SPEED LIMITS.

. USE A MINIMUM 84 INCH MOUNTING HEIGHT FOR ALL GROUND MOUNTED SIGNS.

. SIGN MAY BE USED ANYTIME IN WORK ZONE FOR SUPPLEMENTAL

. LOCATE A TEMPORARY EXIT SIGN IN THE TEMPORARY GORE. MOUNT THE

TEMPORARY EXIT SIGN A MINIMUM OF 84 INCHES FROM THE PAVEMENT
SURFACE TO THE BOTTOM OF THE SIGN FOR BETTER VISIBILITY.
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